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2D

3DS

► Compact mixer for container sizes of 0.5 - 20l
► For laboratory and production

3DS mini

SMALL-BATCHES-
CONTAINER MIXER

3DS mini - an extremely compact mixer for 
container sizes from 0.5 - 20l and thus ideal for 
experimental mixtures or the mixing of small 
batches.

As a stand-alone solution with integrated ope-
rating and control electronics, this mixer is ea-
sily transportable and immediately usable any-
where.

For operating, a power connection via a regular 
220V socket is all you need.

The 3DS MIXING PRINCIPLE is 
based on 2 rotation axes (mixing 
axes) oriented perpendicular to each 
other.

During the mixing process, three-dimensional 
throwing and rolling motions of different inten-
sities and directions are alternating constantly.

The irregular motion dynamics enables you to 
achieve consistently excellent and reproducible 
mixing results in the shortest possible time:
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By the way: The 3DS mini is also perfectly sui-
ted for mixing small batches of metal- and sinte-
red metal powders, especially for use in the 3D 
METAL PRINTING.

UPSCALING

Numerous operations as test mixers have 
shown that mixing results from experimental 
mixes with the 3DS mini are 100% transferable 
to later mixes with large-scale 3DS mixers.

The mixing times to be calculated are also large-
ly comparable.

VARIABLE MIXING CONTAINER MOUNT

Like the bigger 3DS mixers, the 3DS mini can 
also be equipped with a variable mixing contai-
ner mount. In addition to different container 
shapes, this also allows mixing of several contai-
ners at the same time.
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3DS mini 
STANDARD SIZES

MODEL
CONTAINER  

OUTSIDE VOLUME
[LITER]

PAYLOAD 
MAX.

[KG]

3DS-10 0,5 - 10 30

3DS-10/2 2x 10 30

3DS-20 20 30

Motor rating main axis 380 W

Motor rating secondary axis 100 W

Operating voltage 230 V

Speed main axis < 65 rpm

Speed secondary axis < 20 rpm

Container volumes 0,5 ... 20 l

Number of containers 1 or multiple

TECHNICAL DATA


